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Objective
The goal of an EEW system is the estimation in a fast and reliable way an
earthquakeds damage potenti al before tI

Principles

The idea of developing systems for launching early alert messages about
incoming ground shaking dates back to 1868 (Cooper JD, Letter to the Editor, San
Francisco Daily Evening Bulletin, November 3, 1868). It is based on the fact that
information spread through electromagnetic signals travels faster (about 300,000
km/s) than seismic waves (a few km/s). Moreover, most of the radiated seismic
energy Is carried by S- and surface-waves, which travel slower than P-waves.

Early examples

The first early warning systems were developed and installed during the cold war to
detect incoming intercontinental ballistic missiles. These early warning systems
were designed to alert target areas as soon as a missile was detected by a radar or
a launch discovered by satellite systems.

from
Satriano et al., SDEE, 2011
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Approaches

There are two main approaches: Regional (or network-based) EEW systems and
Onsite (or single-station) EEW systems.

Network Based (or Regional) Approach
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from
Satriano et al., SDEE, 2011 Single Station (or On Site) Approach



Methodology

Regional network EEW system

Event detection and location

Magnitude estimation

Peak ground motion prediction at target site

Alert notification

Onsite approaches predict the ground shaking associated with S-wave starting
from the ground shaking recorded for P-waves.

Some Onsite (or single station) EEW systems also estimate the location and
magnitude of the event (e.g., Nakamura approach; Odaka approach; etc).



Starting from the Regional and Onsite schemes, more complex and hybrid
systems can be established. For example, Onsite systems can be composed of
several nodes communicating witheach others and fed with information coming
from a Regional networks. The Regional scheme may in turn simplified into a
concept involving a front-detection scheme when the source region is known.

Time is a critical parameter in any EEW system. The system and procedures have
to be designed in such a way as to maximize the lead time for the target area.

Regional Onsite
Network deployment Source region Target area
Data analysis Network based Single station
Output parameters Location, magnitude Location, magnitude or expected intensity
Accuracy on source parameter estimation | Good to high Moderate
Lead-time Ts at the target-Tp at the source | Ts at the target-Tp at the target

from

Satriano et al., SDEE, 2011

Lead time maximization and improvements in the estimation of parameters (such
as magnitude, location) however involve a trade-off. The minimization of the false
alarms is also crucial.

Therefore, any EEW system has to be tailored to the specific
situation at hand.



Estimating the focus, magnitude
and seismic intensities using data

fram one seismograph
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Examples of estimated lead time
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from
Satriano et al.,
SDEE, 2011



41°30' B

41°00'

Examples of estimated lead time

; 1980 Mw 6.9 Irpinia earthquake

(2}

U0 J0113 piepuels

(maximum)lead_time=
: time_S - time_mag&loc_first estimate

"
1 E

n
) awiny pea

(

from

Zollo et al GRL, 2009

gray area:
blind zone

17°00'

14°30'

(effective)lead _time=time_S - time_EW _parameters_stable estimate



" Examples of estimated lead time

Istanbul

Scenario earthquake in the Marmara sea

from
Bose et al, BSSA, 2008
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Earthquake location

Procedures for estimating early warning parameters are generally based on
evolutionary (time-d ependent ) schemes: the nAqui ck
by analyzing information gathered by a single station are constantly updated

as soon as new data are acquired by the system.

Example:
ElarmS (California, Wurman et al 2007):

A) Detection based on STA(0.5sec)/LTA(5sec) ratio at each individual station.

B) Initial hypocenter placed with respect to the triggered station (depth fixed
according to the regional tectonic regime).

C) When a second station is triggered, the epicenter is moved between the
two stations.

D) With three or more triggers, event location and origin time are estimated
using a grid search algorithm.



Earthquake location

Recently, new earthquake location procedures have been introduced.
These make use of the concept of not-yet-triggered stations.

Ryedelek & Pujol (2004) constrained the epicentral location using only two triggered
stations and a set of not-yet-triggered ones.

Stations 1 and 2 triggered:

‘ triggered 1
%0 . 61 = o (da(X)—d (X)) = tr(X)—Lf(X
20 . not-tl’lggered 2 1 Ur( 2( ) l( ) 2( ) l( ) (1)
\

30 o Equation (1) defines a hyperbola (open curve).
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Earthquake location

Recently, new earthquake location procedures have been introduced. They
make use of the concept of not-yet-triggered stations.
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Horiuchi et al. (2005) extended this approach
considering that, as time passes since the first two
triggers: a) the constraint on the earthquake
location given by (2) increases and b) other stations
will trigger. Equation (2) can be generalized to

(i (X)—LE(X) = Lrow—L; (3)

where 1 is a triggered-station and j not-trig-station.
This inequalities identifies a volume containing the
hypocenter which shrinks when t_now is running



Earthquake location

Cua & Heaton (2007)

extended the previous

approach by introducing Voronoi
cells, in order to start the location
determination with only one
triggered station.

The approach has been
further developed by Satriano
et al. (2008) and Rosenberg
(2009).
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Earthquake location

Regarding the Onsite approaches, there are some examples of location (and
magnitude) estimation using a single station.

Nakamura (1984). The UrEDAS system first estimates the magnitude on the
basis of the predominant period of the P-waves.

Then, the hypocentral distance is inferred from the peak P-wave amplitude
using an empirical magnitude-amplitude relation that includes the hypocentral
distance as a parameter. The azimuth of the epicenter is determined by
polarization analysis over the three components.

Odaka et al (2003). The function 100000 —
B t exp(-At) is fitted to the envelope of the

vertical component of acceleration o g

(considering the first 3 sec). It has been . .

observed that log(B) is proportional to T o

log(distance). The distance is first found 100 | 920001006 M3 (11 fo

using the measured B value, then the 81999651 o4 (1o

magnitude is determined using empirical | Saarsse st s im o etal
equations for P-wave amplitude as in the L0t s o O (S < Magniude  BSSA, 2003

Nakamura methOd . ! 1 epicentral distance A 10 (km) 1o



(a) PreSEIS On-site

Earthquake location

. i i INPUT Artificial Neural OUTPUT
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Earthquake magnitude estimation

Rapid magnitude estimation for EEW is based on the observation that quantities like
peak displacement, characteristic period, etc., estimated in the first few seconds of
the recorded P- or S-signal, can be correlated to the final earthquake size. The EEW
magnitude estimation is therefore based on empirical relationships between early-
measured parameters and the earthquake

from
Satriano et al., SDEE, 2011

Examples:

The use of the initial portion of recorded P-wave for magnitude determination was
introduced by Nakamura (1988). The predominant period is computed from the
initial 2-4 sec of P-wave. It is called t, after Allen and Kanamori(2003). It is
computed in real time from the vertical component of velocity (V) and
acceleration (A):

where  Vi=uaV, ;+v? andais asmoothing

Tpi =27 parameter from 0 and 1.

A = oA +a}



Earthquake magnitude estimation

Nakamura (1988) and Allen and Kanamori(2003) observed that the predominant
period linearly scales with the earthquake size.
Kanamori (2005) introduced the parameter t . which is similar to t ,but defined as

TOu(t)de 1 _2n

Jwod Ty T

With t, generally equal to 3 sec, and with displacement obtained by numerical
integration and high-pass filtered at 0.075 Hz.

The effectiveness of this approach is still under debate.



Earthquake magnitude estimation
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Wu and Kanamori (2008):
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Rydelek and Horiuchi (2006):
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from
Satriano et al., SDEE, 2011



Earthquake magnitude estimation
Different parameters from the predominant period have been introduced.
Wu & Zhao(2006) and Zollo et al. (2006) investigated the peak displacement

amplitude measured on the early P (and S) phases.
Wu and Zhao called this parameters Pd, measured on the vertical component,
using the first 3 sec after the P arrival. They studied the attenuation of Pd with

magnitude and distance in southern California:

logP; =A+BM+ClogR

where the constants A, B, and C are determined trough regression analysis for
the studied area. Once the distance is determined by the EEW algorithm, this
empirical model is used to estimate M from the measured Pd.

of o {'%H | >_, The saturation effect is removed by
1 %}E H H > considering larger windows (4sec of P-
S 20 L wave) or using the peaks read from the S-
5 ol SR waves (Zollo et al, 2996; Lancieri and
B o Zollo, 2008).
4l

K=NET

from
Satriano et al., SDEE, 2011
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Earthquake magnitude estimation

Another class of EEW parameters used for estimating the earthquake size
iInvolves integral measurements (e.g. Festa et al., 2008)

/ 3 from
Pd 1 Displacement Peak Satriano et al., SDEE, 2011
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How does it work?

1sT EXAMPLE:
Napa, M6

24 Aug 2014
Berkeley
2ND EXAMPLE:

So. Cal. M7.8 Scenario San Francisco

Shaking intensity: Weak Light Moderate Strong V. Strong Severe Violent Extreme
I N 0l v V VI Vi




DecentralisedOnsite Early warning

Real-time acceleration Alert protocols based on PGV
_ thresholds & expected damage
Event detection levels
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Recursive filters

http://www.dspguide.com/CH19.
PDF



Onlineapplicationto KyrgyzstanLead timefor Bishkek
ACROSS Network

0 5 10 15 20 25 30 35 40 45 50 55 60 0 5 10 15 20 25 30 35 40 45 50 55 60

Lead time [s] ACROSS + DOSEW Lead time [s]

43

42°

»
=

The Presto (Regional) and
GFZ-Sentry (Decentralised
on Site) softwares
are running in a testing .
phase on the network

40" %

from
Parolai et al.,2017, Frontiers

0 5 10 15 20 25 30 35 40 45 50 55 60
Lead time [s]



Are magnitude and location necessary?
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Hoshiba and Aoki (2015):

Some Emerging questions

How to deal with nearly simultaneous
aftershocks?

How to include site effects in real time shaking
“-y|  forecasting?
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Aftershocks early warning

and

Emerging questions
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Applications

ACROSS Network
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1-CSO
2-MDO
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Cit Population Estimated deaths Estimated Injuries
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Almaty 15 75 300
Bishkek 0.8 (now ~1) 40 160

GeoHazards Int. B.Tucker, pers. comm.




Earthquake risk early warning

Picozzi et al (2013)
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Velocity [cm/s]

DecentralisedOn Site Early Warning

Low pass filtering

Integration in velocity
and displacement

Event detection

(possibility of combining info from
the low and high pass filtered
record or pred period)

PGV estimation (mean
+/- S)
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from

Parolai et al.,2015




GFZ

Helmholtz Centre
Porsbpam

Decentralised OnsiteEarly Warning

with GEMPA GmbH.

GFZ-Sentry Software, based on Parolai et al. (2015) and developed in cooperation
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PGV [cm/s]

DecentralisedOSEW in testing
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from Parolai et al.,2017, Frontiers



Ttreshold 8.1 cm/s_TaIarm

Applicationto Kik-Net and K-NETrecordings
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from
Parolai et al.,2017



Offline application to Kyrgyzstan: Lead time for
Repetition of the M 7.8 1911Kemin Earthquake
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Macroseismic Intensity
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| | | — pon
f 1 1 Parolai et al.,2017, Frontiers
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1976 Seismic Sequence

L====]1  Origin time: 20:00:13 UTC
""""" S R epicenter 481 7 6-1R1 706 E

CIIIIISII'IIfCO Ienemoln III Hlllll Depth: 5- 12 km

ALLE 21 UNA SCOSSA SISMICA DELL'OTTAVO GRADO DELLA SCALA MERCALLI HA DEVASTATO MAIAND, BULA, CEMONA,
O0SOPPO, MACNANO, ARTECNA, COLLOREDO, TARCENTO, FORGARIA, VITO DASI0 € MOLYI ALTRI PAESI DELLA
PEDEMONTANA - GENEROSA OPERA DI SOCCORSO PER ESTRARRE LE VITTIME DALLE MACERIE - A UDINE E I TUTTI |

mwnuum-mnnmmmu.mm-ruuumumuluumtom Magn|tude: 6.0 mb 6.5 MS 6.4 ML
' Epicentral intensity: X MKS

Max PGA recorded: 0,36 g

Felt at distance of : 579 km
Impact Area : 5.700 ki
Death toll: 989

People needing shelters: 110.000
Damage: 4.500.000 milions (lire in 1976)




Earthquakes recorded since 1977
(>33.000 events)
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Sistema di Monitoraggio terrestre
RSftfQLOFf Al b2N

Earthmonitoringsystemin North-Easterntaly

Seismological stations

Strong motion stations
(freefield and in

GNSS stations
(crustal deformation and

from
Bragato et al.,2020




Integrated Transboundarynetwork



